


Outstanding Performance
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Energy saving by over 50% as comparing
with traditional fixed displacement pump
system
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Direct clamping mechanism with high
revolution pressure transducer, ensures
the accuracy of clamping force
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Super large tie bar distance and mould
thickness range
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AC servo motor achieves machine stability
under low-velocity
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High product weight repeatability, even
under the condition of low-velocity and
long holding-pressure time
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Regenerative circuit on injection can
effective enhance injection repeatability
and boost up injection speed
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Original European closed loop controller
specified for injection moulding machine

FREEER

O ESHTERMBFB RS
O BREEEFR

O EIRKGDURRT

O ERNPRIESRTEE

© SAE L E4RE 100mm
o BEpHPR

O S HEAAHE

© BTy RE

O SHRCHEEE B Zhm

O URFFRI R EZHTHRE

o BaEniEkIhEE

O AT/ K%

o BEEESERE

O SEXRiAERE

O BEERIERS K

© 10 BriEhtiE B AR
o 10 BRREEN AR
O 5 BRIBRHE IR
© 5 B R AERE S
O HaFhEpHERR

o FEFREF NSRS

O SRITEMBIFUBAEE
o WsHTEMB P UBEEE
O EWEREN

o BFERES

O BRGFFTIEE

O FFHFEERLTC i B R

O SR EHERX (TSHHERAR)
o E Pl AR R AT

O F4 BEE, EhiEE
o A4 BEE. EhiFE
o Tt 2 BEE. EhiER
o TR 2 BiEE. EAHiFE

O BAREHIR (1200JSe-4000JSe)

Standard Configuration

Configuration

Injection Unit
o Injection stroke controlled by non-contact absolute position transducer
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Proximity sensor for carriage

Double-wave high mixing screw
Regenerative circuit on injection

Nozzle protrude out mould mounting surface 100mm
Barrel protection cover

Diagonal layout of carriage cylinders
Anti-drooling function

Automatic detection of injection failure
Screw cold start prevention

Auto purging function

Heater on/off switch

Powered carriage swing out device

Nozzle center adjustment device

Feeding throat cooling water

10 stages closed loop injection speed control
10 stages closed loop hold pressure control
5 stages closed loop metering control

5 stages closed loop back pressure control

© Manual operated centralized lubrication grease

i B £ B Clamping Unit

o Patented clamping machanism
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Clamping stroke controlled by non-contact absolute position
transducer
Ejector stroke controlled by non-contact absolute position
transducer

No mould adjustment mechanism

Automatic lubrication system

Mould protection function

Qilless tie-bar bushing

Ejector modes selection (Maximum 9 ejector rods)
Hydraulic motor with spur gear for mould height adjustment
4 stages clamping speed, pressure adjustment

4 stages opening speed, pressure adjustment

2 stages ejector forward speed, pressure adjustment

2 stages ejector backward speed, pressure adjustment
Moulding area safety pedal (1200JSe-4000JSe)
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Greenline - Green up you life

Configuration

Hydraulic Unit

o High efficiency energy saving servo-motor

© Paralled movement of ejection or core pulling during mould open
© Hydraulic safety device

© Plasticizing proportional back pressure

o Two sets core pulling device at movable platen

© Return line filtering device with blocking alarm

o Carriage check valve

© Hydraulic oil temperature panel display and limits alarms

© Lubrication oil low level and low-pressure alarms

B & R 4 Electrical and Control System

© European imported system specified for IMM from B&R

© 104" TFT LCD screen and membrane keyboard

© Processor PID temperature control

© Barrel temperature hold or pre-heat function

© Screw rotating speed monitoring device

© Closed loop control on injection, holding, plasticizing and backpressure
© Automatic fault detection and display

© Production counter

© Emergency button on non-operator side

© 380V 50Hz voltage

© 220V 10A socket X 1 set (Not for export market)

© 380V 16A socket X 2 sets

© 380V 32A socket X 1 set

© Electrial safety interlock

o Four levels password protection

© SPC quality control

o Real time curve display

© 160 sets of mould data storage, optional with USB memory
© Robot interface (protocol to be confirmed)
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o 9 sets water regulating valves
© Injection unit fixed safety guard

o Electrical safety door
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